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20740-6001, phone number (301) 837-1867.
The request must identify the specific
facility and, for requests to establish
or relocate the agency’s own records
center, document compliance with the
standards in this subpart. Documenta-
tion requirements for §1234.12(s) are
specified in §1234.32.

(d) Approval of requests for agency
records centers. NARA will review the
submitted documentation to ensure the
facility demonstrates full compliance
with the standards in this subpart.
NARA reserves the right to visit the
facility, if necessary, to make the de-
termination of compliance. NARA will
inform the agency of its decision with-
in 45 calendar days after the request is
received, and will provide the agency
information on the areas of noncompli-
ance if the request is denied. Requests
will be denied only if NARA determines
that the facility does not demonstrate
full compliance with the standards in
this subpart. Approvals will be wvalid
for a period of 10 years, unless the fa-
cility is materially changed before
then or an agency or NARA inspection
finds that the facility does not meet
the standards in this subpart. Material
changes require submission of a new re-
quest for NARA approval.

(e) Documentation requirements for
storing Federal records in commercial
records storage facilities. At least 45 cal-
endar days before an agency first
transfers records to a commercial
records storage facility, the agency
must submit documentation to NARA
that the facility complies with the
standards in this subpart. The docu-
mentation may take the form of a copy
of the agency’s contract that incor-
porates this subpart in its provisions or
a statement from the agency records
officer that certifies that the facility
meets the standards in this subpart. An
agency must provide the documenta-
tion for each separate commercial
records storage facility where its
records will be stored. Documentation
must be sent to the Director, Space
and Security Management Division
(NAS), National Archives and Records
Administration, 8601 Adelphi Road,
College Park, MD 20740-6001, phone
number (301) 837-1867. The agency must
submit updated documentation to
NARA every 10 years if it continues to
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store records in that commercial
records storage facility.

§1234.32 What does an agency have to
do to certify a fire-safety detection
and suppression system?

(a) Content of documentation. The
agency must submit documentation to
the Director, Space and Security Man-
agement Division (NAS), National Ar-
chives and Records Administration,
8601 Adelphi Road, College Park, MD
20740-6001, phone number (301) 837-1867,
that describes the space being pro-
tected (e.g., the type and stacking
height of the storage equipment used,
or how the space is designed, con-
trolled, and operated) and the charac-
teristics of the fire-safety detection
and suppression system used. The docu-
mentation must demonstrate how that
system meets the requirement in
§1234.12(s) through:

(1) A statement that the facility is
using a NARA certified system as de-
scribed in Appendix B to this part;

(2) A report of the results of inde-
pendent live fire testing (Factory Mu-
tual, Underwriters Laboratories or
Southwest Research Institute); or

(3) A report under seal of a licensed
fire protection engineer that:

(i) Describes the design intent of the
fire suppression system to limit the
maximum anticipated loss in any sin-
gle fire event involving a single igni-
tion and no more than 8 fluid ounces of
petroleum-type hydrocarbon
accelerant (such as, for example,
heptanes or gasoline) to a maximum of
300 cubic feet of Federal records de-
stroyed by fire. The report need not
predict a maximum single event loss at
any specific number, but rather should
describe the design intent of the fire
suppression system. The report may
make reasonable engineering and other
assumptions such as that the fire de-
partment responds within XX minutes
(the local fire department’s average re-
sponse time) and promptly commences
suppression actions. In addition, any
report prepared under this paragraph
should assume that the accelerant is
saturated in a cotton wick that is 3
inches in diameter and 6 inches long
and sealed in a plastic bag and that the
fire is started in an aisle at the face of
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a carton at floor level. Assumptions
must be noted in the report;

(ii) Details the characteristics of the
system; and

(iii) Describes the specific measures
beyond the minimum features required
by the applicable building code that
have been incorporated to limit de-
struction of records. The report should
make specific references to industry
standards used in the design, such as
those issued by the National Fire Pro-
tection Association, and any testing or
modeling or other sources used in the
design.

(b) NARA action. (1) NARA will ap-
prove the fire-safety detection and sup-
pression system within 10 work days if
NARA has previously approved the sys-
tem design for similarly configured
space or if a report of independent test-
ing of a new system design is furnished
as documentation.

(2) If, in NARA’s judgment, the sup-
porting documentation provided in ac-
cordance with paragraph (a)(3) of this
section clearly demonstrates compli-
ance with §1234.12(s), NARA will ap-
prove the fire-safety detection and sup-
pression system within 30 calendar
days.

(3) If NARA questions whether sup-
porting documentation demonstrates
compliance with §1234.12(s), NARA will
consult the appropriate industry stand-
ards body or other qualified expert be-
fore making a determination. Before
any consultation, NARA may ask the
agency for additional clarifying infor-
mation. NARA will notify the request-
ing agency within 30 calendar days of
receipt of the request that consultation
is necessary and will provide a final de-
termination within 60 calendar days. If
NARA does not approve the system,
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NARA will furnish a full explanation of
the reasons for its decision.

(4) NARA will maintain a list of ap-
proved alternative systems.

§1234.34 When may NARA conduct an
inspection of a records storage fa-
cility?

(a) At the time an agency submits a
request to establish an agency records
center, pursuant to §1234.30, NARA
may conduct an inspection of the pro-
posed facility to ensure that the facil-
ity complies fully with the standards
in this subpart. NARA may also con-
duct periodic inspections of agency
records centers so long as such facility
is used as an agency records center.
NARA will inspect its own records cen-
ter facilities on a periodic basis to en-
sure that they are in compliance with
the requirements of this subpart.

(b) Agencies must ensure, by con-
tract or otherwise, that agency and
NARA officials, or their delegates,
have the right to inspect commercial
records storage facilities to ensure that
such facilities fully comply with the
standards in this subpart. NARA may
conduct periodic inspections of com-
mercial records storage facilities so
long as agencies use such facilities to
store agency records. The using agen-
cy, not NARA, will be responsible for
paying any fee or charge assessed by
the commercial records storage facility
for NARA’s conducting an inspection.

(c) NARA will contact the agency op-
erating the records center or the agen-
cy holding a contract with a commer-
cial records storage facility in advance
to set a date for the inspection.

APPENDIX A TO PART 1234—MINIMUM SE-
CURITY STANDARDS FOR LEVEL III
FEDERAL FACILITIES

RECOMMENDED STANDARDS CHART

[Reproduced from Section 2.3 (pp. 2—6 through 2-9) of U.S. Department of Justice, United States Marshals Service report
Vulnerability Assessment of Federal Facilities]

Level lll
Perimeter Security
Parking:
Control of facility parking Required.
Control of adjacent parking ............ Desirable.
Avoid leases where parking cannot be controlled . Desirable.
Leases should provide security control for adjacent parklng Desirable.
Post signs and arrange for towing unauthorized vehicles ...... Required.
ID system and procedures for authorized parklng (placard decal, card key etC.) s Required.
Adequate lighting for parking areas . Required.
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